IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 



In re Patent Application of 
MARIAUD ET AL. 



Serial No. 09/989,317 



Confirmation No. 9505 \?x £>A 

XlfRAO^ ) 
Filing Date: NOVEMBER 20, 200X" ) 

) 

For: APPARATUS AND METHOD FOR ) 
PROCESSING INTERRUPTIONS IN A ) 
DATA TRANSMISSION OVER A BUS ) 



TRANSMITTAL OF FORMAL DRAWINGS 



Director, U.S. Patent and Trademark Office 
Washington, D.C. 20231 

Sir: 




RECEIVED, 

MAR 0 4 2002 

Technology Center 21 qa 



Enclosed are six (6) sheets of formal drawings to be 
filed in the above-identified patent application. 



Respectfully submitted, 




CHRISTOPHER F. REGAN 
Reg. No. 34,906 

Allen, Dyer, Doppelt, Milbrath 

& Gilchrist, P. A. 

255 S. Orange Ave., Suite 1401 

P. 0. Box 3791 

Orlando, Florida 32802 

(407) 841-2330 



CERTIFICATE OF MAILING 

I hereby certify that this correspondence is being 
deposited with the United States Postal Service as first class 
mail in an envelope addressed to: DIRECTOR, U.S. PATENT AND 
TRADEMARK OFFICE, WASHINGTON, D.C. 20231, on this /f^ day of 
February, 2002. 



1/6 



MICROCONTROLLER -^ 26 



SEND/RECEIVE DEVICE 




-20 

B 



SEND/RECEIVE DEVICE 



MICROCONTROLLER 



28 
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FIG. 5. 
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FIG 6. 



